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The Goodman® CAUF Uncased Upfl ow/Downfl ow Indoor Coils are made for split system air conditioners and heat pumps. 
This coil features rifl ed copper tubing and corrugated aluminum fi ns and rust-proof, high-temperature, thermoplastic 
drain pans.

Product Features
Suitable for use with R-410A and R-22 refrigerants
Rust-proof, high-temperature, thermoplastic drain pans feature 
a low water-retention design
Check fl owrater for cooling and heat pump applications
Rifl ed copper tubing and corrugated aluminum fi ns 
ARI Certifi ed; ETL Listed

•
•

•
•
•

MODEL

DIMENSIONS

NOMINAL TONS
COIL HEIGHT 
& WIDTH

# OF

ROWS

 CONNECTION SHIP 
WEIGHT 
(LBS)W D H LIQUID SUCTION

CAUF1824A6 13” 20½” 18⅛” 1½-2 14” x 16¾” 3 ⅜” ¾” 24

CAUF1824B6 16½” 20½” 16⅛” 2 14” x 16¾” 3 ⅜” ¾” 24

CAUF1824C6 20” 20½” 17¼” 1½-2 14” x 16¾” 3 ⅜” ¾” 31

CAUF3030A6 13” 20½” 20” 2½ 16” x 16¾” 3 ⅜” ¾” 24

CAUF3030B6 16½” 20½” 20” 2½ 16” x 16¾” 3 ⅜” ¾” 31

CAUF3030C6 20” 20½” 18” 2½ 16” x 16¾” 3 ⅜” ¾” 43

CAUF3030D6 23” 20½” 17⅜” 2½ 16” x 16¾” 3 ⅜” ¾” 44

CAUF3131B6 16½” 20½” 1915/16” 2½ 18” x 16¾” 3 ⅜” ¾” 43

CAUF3131C6 20” 20½” 214/9” 2½ 18” x 16¾” 3 ⅜” ¾” 43

CAUF3636A6 13” 20½” 24⅛” 3 22” x 16¾” 3 ⅜” ⅞” 40

CAUF3636B6 16½” 20½” 2315/16” 3 22” x 16¾” 3 ⅜” ⅞” 44

CAUF3636C6 20” 20½” 23½” 3 22” x 16¾” 3 ⅜” ⅞” 44

CAUF3636D6 23” 20½” 31” 3 22” x 16¾” 3 ⅜” ⅞” 55

CAUF3642C6 20” 20½” 2715/16” 3-3½ 26” x 16¾” 3 ⅜” ⅞” 55

CAUF3642D6 23” 20½” 27¾” 3-3½ 26” x 16¾” 4 ⅜” ⅞” 60

CAUF4860C6 20” 20½” 2715/16” 4-5 26” x 16¾” 4 ⅜” ⅞” 55

CAUF4860D6 23” 20½” 27¾” 4-5 26” x 16¾” 4 ⅜” ⅞” 60

CAUF
Uncased Upfl ow/Downfl ow Indoor Coils

For complete warranty 
information, visit 

www.goodmanmfg.com.
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The Goodman® CAPF Cased Upfl ow/Downfl ow Indoor Coils are made for split system air conditioners and heat pumps. This 
unit features rifl ed copper tubing and corrugated aluminum fi n coils and rust-proof, high-temperature, thermoplastic 
drain pans. The CAPF is painted Architectural Gray.

Product Features
Suitable for use with R-410A and R-22 refrigerants
Rust-proof, high-temperature, thermoplastic drain pans 
feature a low water-retention design
Check fl owrater for cooling and heat pump applications
Rifl ed copper tubing and corrugated aluminum fi n coils
Foil-faced insulation
ARI Certifi ed; ETL Listed
High-quality post-paint cabinet
Split-seam front for easy access

•
•

•
•
•
•
•
•

MODEL

DIMENSIONS PLENUM

OPENING

WIDTH

EVAP COIL FACE 
AREA (FT²)

COIL HEIGHT

& WIDTH

NOMINAL 
TONS

NO. OF 
ROWS

CONNECTION SHIP 
WEIGHT 
(LBS)W D H LIQUID SUCTION

CAPF1824A6 14” 21” 18” 13” 3¼ 14” x 16¾” 1½-2 3 3/8” ¾” 38

CAPF1824B6 17½” 21” 18” 16½” 3¼ 14” x 16¾” 2 3 3/8” ¾” 42

CAPF1824C6 21” 21” 22” 20” 3¼ 14” x 16¾” 1½-2 3 3/8” ¾” 48

CAPF3030A6 14” 21” 22” 13” 3¾ 16” x 16¾” 2½ 3 3/8” ¾” 40

CAPF3030B6 17½” 21” 22” 16½” 3¾ 16” x 16¾” 2½ 3 3/8” ¾” 48

CAPF3030C6 21” 21” 22” 20” 3¾ 16” x 16¾” 2½ 3 3/8” ¾” 60

CAPF3030D6 24½” 21” 22” 23½” 3¾ 16” x 16¾” 2½ 3 3/8” ¾” 60

CAPF3131B6 17½” 21” 22” 16½” 41/5 18” x 16¾” 2½ 3 3/8” ¾” 60

CAPF3131C6 21” 21” 22” 20” 41/5 18” x 16¾” 2½ 3 3/8” ¾” 60

CAPF3636A6 14” 21” 26” 13” 5⅛ 22” x 16¾” 3 3 3/8” 7/8” 48

CAPF3636B6 17½” 21” 26” 16½” 5⅛ 22” x 16¾” 3 3 3/8” 7/8” 55

CAPF3636C6 21” 21” 26” 20” 5⅛ 22” x 16¾” 3 3 3/8” 7/8” 65

CAPF3636D6 24½” 21” 26” 23½” 5⅛ 22” x 16¾” 3 3 3/8” 7/8” 60

CAPF3642C6 21” 21” 30” 20” 6 26” x 16¾” 3-3½ 3 3/8” 7/8” 61

CAPF3642D6 24½” 21” 30” 23½” 6 26” x 16¾” 3-3½ 3 3/8” 7/8” 68

CAPF4860C6 21” 21” 30” 20” 6 26” x 16¾” 4-5 4 3/8” 7/8” 68

CAPF4860D6 24½” 21” 30” 23½” 6 26” x 16¾” 4-5 4 3/8” 7/8” 75

CAPF
Painted Cased Upfl ow/Downfl ow Indoor Coils

For complete warranty 
information, visit 

www.goodmanmfg.com.
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The Goodman® CHPF Cased Horizontal “A” Coils are made for split system air conditioners and heat pumps. Each coil is 
made of quality galvanized steel with a painted, leather-grain-embossed fi nish. This coil is painted Architectural Gray.

Product Features
Suitable for use with R-410A and R-22 refrigerants
Rust-proof, high-temperature, thermoplastic drain pans 
feature a low water-retention design
Check fl owrater for cooling and heat pump applications
Rifl ed copper tubing and corrugated aluminum fi n coils
Foil-faced insulation
ARI Certifi ed; ETL Listed
High-quality post-paint cabinet
Split-seam front for easy access

•
•

•
•
•
•
•
•

MODEL

DIMENSIONS (CABINET) PLENUM

OPENING 
WIDTH

NOMINAL

TONS

EVAP COIL

FACE AREA 
(FT²)

SLAB SIZE 
H & W

NO. OF

ROWS

CONNECTION SHIP

WEIGHT 
(LBS)W D H LIQUID SUCTION 

CHPF1824A6 211/8” 26” 14” 19” 1½-2 3⅓ 12” x 20⅛” 3 ⅜” ¾” 40

CHPF2430B6 211/8” 26” 17½” 19” 2-2½ 4½ 16” x 20⅛” 3 ⅜” ¾” 60

CHPF3636B6 211/8” 26” 17½” 19” 3 4⅓ 16” x 19½” 4 ⅜” ⅞” 55

CHPF3642C6 211/8” 26” 21” 19” 3-3½ 4⅓ 16” x 19½” 4 ⅜” ⅞” 65

CHPF3642D6 211/8” 26” 24½” 19” 3-3½ 6 22” x 19½” 3 ⅜” ⅞” 65

CHPF4860D6 211/8” 26” 24½” 19” 4-5 6 22” x 19½” 4 ⅜” ⅞” 70

CHPF
Painted Cased Horizontal “A” Indoor Coils

For complete warranty 
information, visit 

www.goodmanmfg.com.
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The Goodman® CSCF Horizontal Slab Evaporator Coils are made for split system air conditioners and heat pumps. Each 
coil has a quality, galvanized-steel fi nish.

Product Features
Suitable for use with R-410A and R-22 refrigerants
Rust-resistant, high-temperature, thermoplastic drain pans 
with a secondary drain connection
Check fl owrater for cooling and heat pump applications
Copper tube/aluminum fi n coil
Compact, versatile, right or left horizontal position
Copper sweat connections
ARI Certifi ed; ETL Listed

•
•

•
•
•
•
•

MODEL

CABINET DIMENSIONS PLENUM

OPENING 
WIDTH

NOMINAL

TONS

EVAP COIL

FACE AREA

(FT²)

SLAB SIZE 
H & W

NO. OF

ROWS

CONNECTION SHIP

WEIGHT 
(LBS)W D H LIQUID SUCTION 

CSCF1824N6 25½” 12” 25” 16” 1½-2 31/3 24” x 19¾” 3 3/8” ¾” 42

CSCF3036N6 33½” 12” 25” 24” 2½-3 42/3 24” x 28” 3 3/8” 7/8” 53

CSCF3642N6 39½” 12” 25” 30” 3-3½ 52/3 24” x 34” 3 3/8” 7/8” 58

CSCF4860N6 39½” 12” 25” 30” 4-5 52/3 24” x 34” 4 3/8” 7/8” 65

CSCF
Horizontal Slab Evaporator Indoor Coils

For complete warranty 
information, visit 

www.goodmanmfg.com.
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operating effi ciency of the heating and cooling equipment. The activated carbon pre-fi lter and the optional after-fi lter 
remove atmospheric and household odors and particles. While the GHEPA models are easily installed in a free-standing 
position, the GDMHEPA model has various installation options (duct-mounted, collar-mounted or free-standing).

GHEPA 
Model

GDMHEPA 
Model

MODEL CFM*

 AIR CHANGES/DAY CABINET DIMENSIONS INTAKE DUCT 
FITTING 

DIAMETER

OUTFLOW 
DUCT 

FITTING 
DIAMETER

OUTFLOW 
DUCT FITTING 
REVERSIBLE 
OPENINGS

POWER PLUG-IN 
POWER 
CORD

SHIP

WEIGHT

(LBS)
1,500 

FT²
2,500 

FT² W” D” H”

VO
LT

S

HZ

W
AT

TS

GHEPA350 245 30 18 18¼ 18¼ 19¼ 8” 6” 1 120 60 70 10’ 38

GHEPA450 330 40 24 18 18 24½ 8” 6” 2 120 60 125 10’ 51

GHEPA550 560 67 41 21½ 20½ 28 12” 8” 2 120 60 215 10’ 88

GHEPA650 540 65 39 18 18 30½ 12” 8” 2 120 60 215 10’ 57

GDMHEPA400 320 39 29 16¼ 12¾ 201/8 8” 8” 2 120 60 125 9’ 38

* With all standard fi lters installed

GHEPA / GDMHEPA
Whole-House HEPA Air Cleaner

Product Features
Certifi ed true HEPA (High-Effi ciency Particulate Air) fi lter 
99.97% effi cient at removing particles down to 0.3 micron
Activated carbon pre-fi lter
Carbon VOC (Volatile Organic Compound) fi lter 
(included with Model GHEPA 550)
Removes atmospheric and household particles
Easy-to-change fi lters
Power cord for plug-in; no electrical wiring
Versatile installation — 
GHEPA: free-standing, ceiling-mounted, or wall-mounted
GDMHEPA: free-standing, duct-mounted, or collar-mounted
Heavy-gauge steel cabinet with powder-paint fi nish
Corrosion-resistant cabinet provides rigid installation 
and durability

•
•
•
•

•
•
•
•

•
•

For complete warranty 
information, visit 

www.goodmanmfg.com.
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Product Features
Environmentally-friendly Lifetime Filtration System electronically 
removes lung-damaging air pollutants down to 0.01 micron
Carbon fi lters remove odors
Dual indicator lights show unit operation at a glance
Electronic Air Proving Switch cycles the air cleaner 
on/off with the system fan
Includes dual indicator lights
Replacement fi lters available; see table below
Heavy-gauge galvanized-steel cabinet provides trouble-free vertical 
or horizontal installation
Durable powder-coat paint fi nish resists corrosion

•

•
•
•

•
•
•

•

The Goodman® GSAS Whole-House, High-Effi ciency Electronic Air Cleaner is designed to remove air contaminants down to 
0.01 micron. The GSAS  helps protect and prolong the operating effi ciency of the heating and cooling equipment. An air-
proving switch automatically cycles the air cleaner on and off with the system fan. The air-proving switch detects airfl ow 
and energizes the air cleaner. With a four-stage air cleaning process, pre-fi lters, charging section, grounding plates and 
carbon fi lters, the GSAS air cleaners effi ciently remove atmospheric and household particles.

GSAS
High-Effi ciency Electronic Air Cleaner

MODEL HOUSE SIZE CFM DUCT SIZE
CABINET DIMENSIONS POWER WEIGHT 

(LBS)W” D” H” VOLTS HZ WATTS

GSAS-10 < 2,400 ft² Up to 1,200 16” x 20” 21 7½ 23¾ 120 60 30 28

GSAS-11 < 3,000 ft² Up to 1,400 16” x 25” 21 7½ 26½ 120 60 30 30

GSAS-12 < 3,000 ft² Up to 1,400 20” x 20” 25⅞ 7½ 21¾ 120 60 30 33

GSAS-18 > 3,000 ft² Up to 2,000 20” x 25” 25⅞ 7½ 26½ 120 60 30 38

For complete warranty 
information, visit 

www.goodmanmfg.com.
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Product Features
Highest effi ciency in the industry for a 1” electronic air cleaner
Does not produce hazardous ozone or positive ions
Quiet operation
Fully electronic, reliable, high-effi ciency carbon-graphite center 
screen removes particles as small as 0.01 micron
Uses little electrical current to avoid system overload
Effi ciency increases as the air cleaner operates
Designed to operate with constant power or with the system’s fan 
to permit reliable, long-term performance
Independently tested and certifi ed
MERV 10-Rated Effi ciency (ASHRAE Standard 52.2)
Replacement media pads feature high dust-holding capacities 
and low-static pressure curves
Easy to install, maintain, and service
Fits all central HVAC residential systems
Corrosion-resistant construction
Open-face design maintains low static pressure

•
•
•
•

•
•
•

•
•
•

•
•
•
•

The Goodman® G1EAC 1” Charged-Media Electronic Air Cleaner provides a 24-volt polarized charge on the media pads to 
capture and remove airborne particles. Contributing to the air cleaner’s reliable operation is its carbon-graphite center 
charging screen, which is permanently mounted to the air cleaner frame. Attached to each of the frame’s four corners, 
internal center screen spacers are open-faced to maximize airfl ow. For added durability, a one-piece, injection-molded power 
head is “capped” and sealed to be watertight.

MODEL
PRESSURE DROP @ 
300 FPM (W.G.)

POWER DIMENSIONS NET / SHIP 
WEIGHT (LBS)VOLTAGE AMPACITY WATTS W” D” H”

G1EAC-1224 .17” 24 .064 2 12 1 24 2 / 3

G1EAC-1420 .17” 24 .064 2 14 1 20 2 / 3

G1EAC-1424 .17” 24 .064 2 14 1 24 2 / 3

G1EAC-1425 .17” 24 .064 2 14 1 25 2 / 3

G1EAC-1430 .17” 24 .064 2 14 1 30 2 / 3

G1EAC-1520 .17” 24 .064 2 15 1 20 2 / 3

G1EAC-1620 .17” 24 .064 2 16 1 20 2 / 3

G1EAC-1624 .17” 24 .064 2 16 1 24 2 / 3

G1EAC-1625 .17” 24 .064 2 16 1 25 2 / 3

G1EAC-1820 .17” 24 .064 2 18 1 20 2 / 3

G1EAC-2020 .17” 24 .064 2 20 1 20 2 / 3

G1EAC-2024 .17” 24 .064 2 20 1 24 2 / 3

G1EAC-2025 .17” 24 .064 2 20 1 25 2 / 3

G1EAC-2424 .17” 24 .064 2 24 1 24 2 / 3

G1EAC-2030 .17” 24 .064 2 20 1 30 2 / 3

G1EAC-2036 .17” 24 .064 2 20 1 36 2 / 3

G1EAC-Custom .17” 24 .064 2 All Sizes up to 700”² 2 / 3

G1EAC — 1” Charged Media
Electronic Air Cleaner

For complete warranty 
information, visit 

www.goodmanmfg.com.
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The Goodman® GGM High-Effi ciency Grille-Mount Electronic Air Cleaner is designed to remove airborne 
contaminants  down to 0.01 micron. The GGM Series helps protect and prolong the operating effi ciency of 
the heating and cooling equipment.

Product Features
Pre-fi lters (2) are constructed of aluminum mesh to prevent lint and 
large particles from entering the collecting cells
Collecting cells (2) are constructed of heavy-gauge aluminum 
for durability and ease of maintenance
Plastic intake grille is easy to wipe clean
Hinged, swing-out door allows easy access to fi lters
Automatic interlock switch disconnects power when door is opened
Air-proving switch allows for quick wiring; automatically cycles air 
cleaner on/off with the system fan
Performance indicator light ensures air cleaner is operating properly 
at a glance
Reliable solid-state power board is uniquely equipped with a 
variable resistor (potentiometer) to adjust high voltage output 
if necessary

•

•

•
•
•
•

•

•

SPECIFICATIONS MODEL GGM20AS-A

Airfl ow Up to 2000 CFM (up to 3398 m³/hr)

Duct Size 22” x 29.1” (55.9 x 73.9 cm)

Cabinet Dimensions 31.4” x 24.4” x 7” (79.8 x 62 x 17.8 cm)

Weight 38 lbs (17.5 kg)

Power 120 v / 60 Hz / 30 watts

GGM
High-Effi ciency Grill-Mount Electronic Air Cleaner

For complete warranty 
information, visit 

www.goodmanmfg.com.



Thank goodness for Goodman.™

54

IN
DO

OR
 AI

R 
QU

AL
IT

Y

Product Features
High-effi ciency MERV 11 Media Filter helps remove household 
particles down to 0.3 micron
Carbon fi lters remove odors
Easy-to-change fi lter; no fussing with complicated combs 
or brackets
Replacement fi lters available; see table below
Heavy-gauge galvanized-steel cabinet provides trouble-free 
vertical or horizontal installation
Reversible airfl ow; mounts in any position
Durable, attractive Architectural Gray powder-paint fi nish 
resists corrosion

•

•
•

•
•

•
•

The Goodman® GMU High-Effi ciency, MERV 11 Charged-Media Retrofi t Air Cleaner is designed to remove air contaminants 
down to 0.3 micron (.00001 inch). The GMU series helps protect and prolong the operating effi ciency of the heating and 
cooling equipment. Its perfect fi t allows no air gaps, thereby maximizing the system’s ability to clean the air. The GMU’s 
reversible airfl ow allows the fi lter to be mounted in any position. A user-friendly, easy-to-change fi lter means no fussing 
with complicated combs or brackets.

GMU
High-Effi ciency Media Air Cleaner

MODEL

PRESSURE DROP (CFM)
HOUSE SIZE DUCT SIZE

INTAKE DIMENSIONS

(H X D)
DIMENSIONS 

(W X D X H)
MERV 
RATING

WEIGHT 
(LBS)@ .067”/WB @ .22”/WB

GMU1620 600 1,200 <2,400 ft² 16” x 20” 131/8” x 20¾” 7.5” x 23¾” x 17” 11 17

GMU1625 700 1,400 <3,000 ft² 16” x 25” 135/8” x 24” 7.5” x 26½” x 17” 11 18

GMU2020 700 1,400 <3,000 ft² 20” x 20” 18” x 18¾” 7.5” x 21¾” x 22” 11 19

GMU2025 1,000 2,000 <3,000 ft² 20” x 25” 18” x 23½” 7.5” x 26½” x 22” 11 20

For complete warranty 
information, visit 

www.goodmanmfg.com.
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The Goodman® GRAM High-Effi ciency, Right-Angle Media (RAM) Air Cleaner is designed to remove airborne contaminants 
down to 0.3 micron. The GRAM eliminates the need for a 90° duct adapter because it works as a turning vane to provide 
even distribution across the media fi lter. The GRAM reduces installation space by 6” to 8” over standard installations. In 
addition, the GRAM helps protect and prolong the operating effi ciency of the heating and cooling equipment.

Product Features
High-effi ciency MERV 11 Media Filter removes atmospheric and 
household particles down to 0.3 micron
Reversible airfl ow
Perfect-fi t fi lter allows no air gaps
User-friendly, easy-to-change fi lter means no fussing with 
complicated combs or brackets
Adjustable inlet duct opening replaces need for fi eld-forming 
transition, signifi cantly reducing installation time

•

•
•
•

•

SPECIFICATIONS MODEL GRAM-2000

Power Consumption 0

Airfl ow Up to 2000 CFM (3398 m³/hr)

Dimensions (w x d x h) 16” x 26¾” x 23½” (40.6 x 67.9 x 59.7 cm)

Adjustable Inlet (3 sizes) 8” x 24” (20.3 x 61 cm), 10” x 24” (25.4 x 61 cm), 11” x 24” (27.9 x 
61 cm)

Outlet (d x h) 23¼” x 14¼” (59.1 x 36.2 cm)

Unit Weight 34 lbs (15.4 kg)

MERV Rating 11

Replacement Filter* Part # M8-1056

* For optimal performance of the air cleaner, replace fi lters 1 to 3 times per year, depending on climate or home 
renovations. Replacement fi lters are packaged 3 per box. 

GRAM
High-Effi ciency Right-Angle Media Air Cleaner

For complete warranty 
information, visit 

www.goodmanmfg.com.
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to 0.3 micron. The GBB helps protect and prolong the operating effi ciency of the heating and cooling equipment.

Product Features
High-effi ciency MERV 11 Media Filter helps remove household 
particles down to 0.3 micron
Perfect-fi t fi lter allows no air gaps
User-friendly, easy-to-change fi lter 
Reversible airfl ow; mounts in any position
22-gauge galvanized-steel cabinet

•

•
•
•
•

SPECIFICATIONS MODEL GBB1625 MODEL GBB2025

Power Consumption 0 0

House Size <3,000 ft² (<278.70 m²) >3,000 ft² (>278.70 m²)

Airfl ow Up to 1400 cfm (up to 2379 m³/hr) Up to 2000 cfm (up to 3398 m³/hr)

Duct Size 16” x 25” (40.5 x 63.5 cm) 20” x 25” (51 x 63.5 cm)

Intake Dimensions (H x L) 135⁄8” x 24” (34.6 x 61 cm) 18¼” x 23¼” (46.4 x 59.1 cm)

Cabinet Dimensions
 (W x H x L)

7½” x 17” x 26”
(19.05 x 43.2 x 66 cm)

7½” x 22” x 26” 
(19.05 x 55.9 x 66 cm)

Weight 18 lbs (8.2 kg) 20 lbs (9.1 kg)

MERV Rating 11 11

GBB
High-Effi ciency Builder’s Media Air Cleaner

For complete warranty 
information, visit 

www.goodmanmfg.com.
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The Goodman® HUM Bypass and Fan-Powered High-Capacity Humidifi ers are a good choice for homes with warm-air 
heating systems. The durable thermoplastic cabinet resists rust, corrosion, and warping; its UV-resistant plastic is 
Architectural Gray.

Product Features
Designed to fi t today’s narrower plenums, as narrow as 10” 
(HUM-SFTBP) and 14” (HUM-LFTBP, HUM-FP)
Reversible side panels with unique snap-lock fi ttings permit easy 
change; left-side or right-side bypass installation
(HUM-SFTBP, HUM-LFTBP)
Ideal for installations where the return air plenum is not 
easily accessible (HUM-FP)
Summer Shut-off Damper reduces bypass air through the 
humidifi er during the summer months (HUM-SFTBP, HUM-LFTBP)
Improved wicking and water distribution system accommodates 
non-level plenums
Low profi le makes unit ideal where space is limited

•

•

•

•

•

•

HUM-SFTBP HUM-LFTBP HUM-FP

Description Small, Flow-Through Bypass Large, Flow-Through Bypass Fan-Powered

Moisture Output Capacity

Lbs. per Hour 4.84 6.26 6.6

Gallons Per Hour @ 120 *F (GPH) 0.58 0.75 0.79

Gallons Per Day (GPD) 14 18 19

Dimensions

Width 9⅝” 9⅝” 9⅝”

Depth 12½” 13¾” 13¾”

Height 13½” 18⅝” 18⅝”

Plenum Opening (H x W) 10” x 9” 16⅝” x 10⅝” 16⅝” x 13⅛”

Bypass Opening Diameter 6” 6” N/A

Weight (lbs) 10 11 15

HUM
Flow-Through and Bypass Humidifi ers

For complete warranty 
information, visit 

www.goodmanmfg.com.
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1” high-density, polystyrene foam insulation prevents condensation and meets the requirements of the UL 94 HF. The unit 
is constructed of 22-gauge galvanized steel with a powder-coat paint fi nish. (HRV-150 and HRV-150D are 24-gauge.)

Product Features
Two German-manufactured, factory-balanced EBM™ 
external rotor motors with backward-curved blades
Motors have permanently lubricated, sealed bearings 
Energy-effi cient, aluminum heat recovery ventilator core and 
enthalpy energy recovery ventilator core are confi gured for 
effi cient cross-fl ow ventilation and are designed to withstand 
extreme temperature variations (HRV-300D has two cores.)
Washable, electrostatic, panel-type air fi lters (2)
External, three-position (Low/Standby/Medium) rocker switch 
offers continuous ventilation
Screw-type dial on electrical box allows supply air to be adjusted 
to match exhaust airfl ow and uses the “TRUE” motor adjustment 
feature (HRV-150D, HRV-200D only)
Optional remote controls provide easy operation
Advanced Defrost Cycle (HRV Series)
State-of-the-art control boards provide easy connection to existing 
HVAC equipment
Unit can be serviced through an easy-access, latched door
Core conveniently slides out on channel guide system
Easy maintenance via service light indicator and external 
electrical box
Unit may be installed using the factory-supplied installation kit 
that includes mounting bolts or chains and hooks for suspension

•

•
•

•
•

•

•
•
•

•
•
•

•

MODEL

RECOVERY 
VENTILATOR 

TYPE

CFM

POWER DIMENSIONS

CORE SIZE/
FILTER SIZE

WEIGHT 
(LBS)VOLTAGE AMPS WATTS WIDTH DEPTH HEIGHT

SUPPLY/ 
EXHAUST 
DIAMETER

EXTERNAL 
VENT 
DEPTH

INTERNAL 
VENT 
DEPTH

HRV-150 Heat 123 120 1.5 150 173/8” 23½” 161/8” 6” 2¼” 25/8” 9” x 9” x 15”
8½” x 15” x 1/8” 49

HRV-200 Heat 168 120 1.9 150 173/8” 277/8” 20½” 6” 2¼” 25/8” 12” x 12” x 15”
11¾” x 15” x 1/8” 66

HRV-150D Heat w/
Recirculation 123 120 1.5 150 173/8” 23½” 173/8” 6” 2¼” 25/8” 9” x 9” x 15”

8½” x 15” x 1/8” 51

HRV-200D Heat w/
Recirculation 168 120 1.9 150 173/8” 277/8” 20½” 6” 2¼” 25/8” 12” x 12” x 15”

11¾” x 15” x 1/8” 66

HRV-300D Heat w/
Recirculation 247 120 2.7 150 173/8” 507/8” 221/5” 6” 2¼” 2¼” 12” x 12” x 15”

11¾” x 15” x 1/8” 125

ERV-150 Energy 135 120 1.5 150 173/8” 23½” 16¼” 6” 2¼” 25/8” 9” x 9” x 15”
8½” x 15” x 1/8” 49

ERV-200 Energy 155 120 1.9 150 173/8” 277/8” 20½” 6” 2¼” 25/8” 12” x 12” x 15”
11¾” x 15” x 1/8” 66

HRV/ERV
Heat/Energy Recovery Ventilators

For complete warranty 
information, visit 

www.goodmanmfg.com.



Thank goodness for Goodman.™

59

INDOOR AIR QUALITY

The Goodman® UVX Ultraviolet Air and Object Purifi ers are ideal for offi ces, lounges, smoking rooms, day care centers 
and any location where clean air is desired. Specifi c units come with a high-intensity, 19mm, quartz, germicidal UVC lamp 
(UVX-PR Series) and UVC/UVV germicidal oxidizing lamp (UVX-DM Series). Units also feature the ultra-bright LED “Smart 
Lamp System” visual display.

MODEL DESCRIPTION HOUSE SIZE

UV INTENSITY INSIDE 
REFLECTOR

(MICROWATTS PER/CM²)

POWER DIMENSIONS WEIGHT

(LBS)VOLTAGE HZ W” D” H”

UVX-PR12 Object Purifi er/Probe Style N/A N/A 110/220 50/60 7 12 7 3

UVX-PR18 Object Purifi er/Probe Style N/A N/A 110/220 50/60 7 18 7 3

UVX-DM1700 Air Purifi er/Duct-mounted <1,700 ft² 10,212 110/220 50/60 7 9 7 4½

UVX-DM4000 Air Purifi er/Duct-mounted <4,000 ft² 16,479 110/220 50/60 7 12 7 8

Product Features for UVX Air Purifi ers
Destroys chemical and biological odors, including bacteria, viruses, 
mold and volatile organic compounds (VOC)
Larger, high-intensity UVC/UVV 19mm, quartz, dual zone lamp for 
more purifying area
Easy, one-lever lamp clamp
Patented, high-effi ciency aluminum Turbulator at refl ector inlet slows 
contaminated air to be mixed around the UV lamp for purifi cation
Aluminum refl ector can be rotated in 90˚ increments on back plate
Designed to be installed in the return plenum
Most effective UV air purifi cation system on the market
Hard-wired to HVAC System
In-duct installation for whole-house purifi cation
“Plug & Play” Operation: pressure sensor automatically turns 
purifi er On and Off (UVX-DM4000)

Product Features for UVX Object Purifi ers
Destroys bacteria, mold, and viruses
Patent-pending, aluminum parabolic refl ector directs all UV energy 
to the desired area, ensuring a coil free of microbial growth and 
protecting the drain pan from UV degradation
Parabolic refl ector can be rotated 360 degrees around the lamp
Versatile Installation – above or inside the A-coil keeps it free 
of biological contaminants, including mold and fungus
Lamp available in 12” and 18” lengths

•

•

•
•

•
•
•
•
•
•

•
•

•
•

•

UVX
Ultraviolet Air and Object Purifi ers

For complete warranty 
information, visit 

www.goodmanmfg.com.
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“Rip-Stop” Silver Jacket

Series R-Value
Diameter

3” 4” 5” 6” 7” 8” 9” 10” 12” 14” 16” 18” 20” 22”

40 4.2 X X X X X X X X X X X X X

80 6.0 X X X X X X X X X X X X X X

85 8.0 X X X X X X X X X X X X X

The Quietfl ex® “Rip-Stop” Silver Jacket Flex Duct has a metallic, polyester vapor barrier with a special “rip-
stop” scrim reinforcement. Standard diameters are available in 3” to 22”, with one 25’ piece per bag.

Customer Service: 
877-694-3669

Product Features
Oversized core to fi t on collars and register boxes 
Galvanized, reinforced steel
Temperature range is -20°F to 200°F intermittent
Weather-resistant packaging
Available in 12½’, 25’, and 50’ lengths for R-4.2, R-6.0, and R-8.0
Easy-to-carry package: up to 10” sizes strapped together to form pairs
Available in boxes and bags
Meets most federal, state, and local codes and standards
Meets the following standards:
UL Standard 181
ASTM C-518
HUD/FHA standards 515.2.1 Paragraph B
NFPA standards 90A and 90B

•
•
•
•
•
•
•
•
•
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The Quietfl ex® UV-Inhibited Black Jacket Flex Duct has a UV-inhibited polyethylene vapor barrier. Standard diameters 
are available in 4” to 20”, with one 25’ piece per bag.

Series R-Value
4” 5” 6” 7” 8” 9” 10” 12” 14” 16” 18” 20”

20 4.2 X X X X X X X X X X X X

60 6.0 X X X X X X X X X X X X

65 8.0 X X X X X X X X X X X X

Series R-Value
Diameter

8” 10” 12” 14” 16” 18”

51 4.2 X X X X X X

71 6.0 X X X X

81 8.0 X X X X

The Quietfl ex® Mobile Home Flex Duct has an extra heavy-duty, UV-inhibited, polyethylene vapor barrier and complies 
with HUD standards for outdoor use with mobile homes. Standard diameters include 6”, 8”, 10”, 12”, 14”, 16”, and 
18”, with one 25’ piece per bag.

Customer Service:
877-694-3669

UV-Inhibited Black Jacket

Mobile Home-Approved

Product Features
Oversized core to fi t on collars and register boxes
Galvanized, reinforced steel
Temperature range is -20°F to 200°F intermittent
Weather-resistant packaging
Available in 12½’, 25’, and 50’ lengths for R-4.2, R-6.0, and R-8.0
Easy-to-carry package: up to 10” sizes strapped together as pairs
Available in boxes and bags
Meets most federal, state, and local codes and standards
Meets the following standards: UL Standard 181; ASTM C-518; 
HUD/FHA standards 515.2.1 Paragraph B; NFPA standards 90A and 90B

•
•
•
•
•
•
•
•
•

Product Features
Oversized core to fi t on collars and register boxes
Galvanized, reinforced steel
Temperature range is -20°F to 200°F intermittent
Weather-resistant packaging
Available in 12½’, 25’, and 50’ lengths for R-4.2, R-6.0, and R-8.0
Easy-to-carry package: up to 10” sizes strapped together as pairs
Available in boxes and bags
Meets most federal, state, and local codes and standards
Meets the following standards: UL Standard 181; ASTM C-518; 
HUD/FHA standards 515.2.1 Paragraph B; NFPA standards 90A and 90B

•
•
•
•
•
•
•
•
•
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The Quietfl ex® Metallic Uninsulated Air Connector comes in four 25’ pieces per carton. Standard diameters are 
available in 3” to 14”, with 100’ in total length per carton.

Series
Diameter

4” 5” 6” 7” 8” 9” 10” 12” 14” 16”

SS X X X X X X X X X X

BS X X X X X X X X X X

The Quietfl ex® Insulated Sleeve is ideal for use in insulating new or existing hard pipe. It increases the 
effi ciency of warm or cool air traveling through the duct and reduces condensation build-up.

Customer Service: 
877-694-3669

Insulated Sleeve

Uninsulated Connector

Product Features
Oversized core to fi t on collars and register boxes
Temperature range is -20°F to 200°F intermittent
Meets most federal, state, and local codes and standards
Meets the following standards: 
UL Standard 181
HUD/FHA standards 515.2.1 Paragraph B
NFPA standards 90A and 90B

•
•
•
•

Product Features
Available in reinforced Metallic Polyester Vapor Barrier or 
in Polyethylene Vapor Barrier
Available in R-4.2, R-6, and R-8
Standard length: 5 feet
One starter cap included in each box

•

•
•
•

SERIES
DIAMETER

3” 4” 5” 6” 7” 8” 9” 10” 12” 14” 16” 18” 20”

06 X X X X X X X X X X X X X
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MODEL DESCRIPTION

ABK-20 Anchor Bracket Kit

AFE18-60A¹ Fossil Fuel Kit

ASC-01A Anti-Short Cycle Kit

CSR-U-1/2/3 Hard-Start Kits

EH18-60 Emergency Heat Relay Kit

FSK-01A Freeze Protection Kit (Indoor Coil)

HPSK-01 Heat Pump Shut-off Relay; for ACNF Air Handlers

LAC-03A Low Ambient Control; can only be used with TXV-equipped indoor coil

OT18-60A Outdoor Thermostat Kit with Lockout Stat

OT/EHR18-60 Emergency Heat Relay kit

TX2N2/ TX3N2/ TX5N2 Non-bleed TXV Kits − R-22

TX2N4/ TX3N4/ TX5N4 Non-bleed TXV Kits − R-410A

¹  Required for use with a duel-fuel split system heat pump system; contains the OT18-60A Kit

Model Description

ABK-20 Anchor Bracket Kit

ASC-01A Anti-Short Cycle Kit

CSR-U-1/2/3 Hard-Start Kits

FSK-01A Freeze Protection Kit (Indoor Coil)

LAC-03A Low Ambient Control; can only be used with TXV-equipped indoor coil

LSK-01A Liquid Line Solenoid

OT18-60A Outdoor Thermostat

PCK-01A¹ Pressure Control Kit; high-pressure switch and time-delay relay

TX2N2/ TX3N2/ TX5N2 Non-bleed TXV Kits − R-22

TX2N4/ TX3N4/ TX5N4 Non-bleed TXV Kits − R-410A

¹  For use with Amana® brand R-22 Split System Air Conditioners

Split System Air Conditioners

Split System Heat Pumps
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MODEL DESCRIPTION USED WITH THESE MODELS WHERE REQUIRED

017K000005 Flush-mount Vent Kit All 90% Gas Furnaces

AFE18-60A Fossil Fuel Kit Goodman® 80% Variable-Speed/Multi-Speed Gas Furnaces

CFB17 Downfl ow Floor Base Goodman® 90% 17” wide Downfl ow Gas Furnaces

CFB21 Downfl ow Floor Base Goodman® 90% 21” wide Variable-Speed Gas Furnaces

CFB24 Downfl ow Floor Base Goodman® 90% 24” wide Variable-Speed Gas Furnaces

DCVK-20 Alternate Concentric Vent Kit (2”) Goodman® 90% Variable-Speed Gas Furnaces

DCVK-30 Alternate Concentric Vent Kit (3”) Goodman® 90% Variable-Speed Gas Furnaces

DEHUM1 Dehumidistat Goodman® 90% Variable-Speed Gas Furnaces

EFR01 External Filter Rack Goodman® 90% Variable-Speed Gas Furnaces

FTK03A Twinning Kit Goodman® 90%/80% Multi-Speed Gas Furnaces

HA02 High Altitude Natural Gas Kit Goodman® 80% Multi-Speed Gas Furnaces

HALP10 High Altitude LP Gas Kit Goodman® 90% Multi-Speed Gas Furnaces

HANG11 High Altitude Natural Gas Kit Goodman® 90% Multi-Speed Gas Furnaces

HANG12 High Altitude Natural Gas Kit Goodman® 90% Multi-Speed Gas Furnaces

HAPS27 High Altitude Pressure Switch Kit Goodman® 90% Multi-Speed Gas Furnaces

LPLP01 Low LP Gas Pressure Switch Goodman® Gas Furnaces (converted to LP gas use)

LPM-03 LP Conversion Kit (Gas Valve) Goodman® 90%/80% Variable-Speed Gas Furnaces

LPM-05 LP Conversion Kit (Springs & Orifi ce) Goodman® 90%/80% Multi-Speed Gas Furnaces

SBT14 Downfl ow Sub-base Goodman® 80% 14” wide Multi-Speed Gas Furnaces

SBT17 Downfl ow Sub-base Goodman® 80% 17½” wide Multi-Speed Gas Furnaces

SBT21 Downfl ow Sub-base Goodman® 80% 21” wide Multi-Speed Gas Furnaces

Gas Furnaces

Model Description Applicable Units

CH70TG Cooling/Heating, Digital, Non-Programmable
Air Conditioners and Heat Pumps
GMH95, GMS9, GCS9, GCH9, GMV9, GCV9, GMS8, GKS9, 
GMH8, GDS8, GHS8, GMV8 — GPG10, GPG12

CHSATG Cooling/Heating, Mechanical GMH95, GMS9, GCS9, GCH9, GMV9, GCV9, GMS8, GKS9, 
GMH8, GDS8, GHS8, GMV8 — GPG10, GPG12

CHT18-60 Cooling/Heating, Mechanical GMH95, GMS9, GCS9, GCH9, GMV9, GCV9, GMS8, GKS9, 
GMH8, GDS8, GHS8, GMV8 — PCKJ, PCK, PHK, PHKJ

CHT90-120 Two-stage Cooling/Heating, Mechanical (PG/PC-90/120) PCC Commercial, PGC Commercial

CHTP18-60HD Heat Pump, Digital, Non-Programmable Heat Pumps

CT18-60 Cooling Only Air Conditioners

H20TWR Heating Only GMH95, GMS9, GCS9, GCH9, GMV9, GCV9, GMS8, GKS9, 
GMH8, GDS8, GHS8, GMV8

HPT18-60 Heat Pump Heat Pumps

HPTA18-60 Automatic Heat Pump Heat Pumps

Thermostats
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Item Description

OT18-60A* Outdoor Thermostat Kit with Lockout Stat

OT/EHR18-60* Emergency Heat Relay kit

PCCP101-103 Roof Curb for GPH- Electric/Electric Packaged Unit

PCE101-103 Downfl ow Economizer for GPC/GPH- Packaged Units for use with PCP101-103

PCEF101-103 Elbow & Flashing w/ R-8 Liner for GPC/GPH- Packaged Units

PCFR101-103 External Horizontal Filter Rack for Goodman Gas/Electric and Electric/Electric Packaged Units

PCMD101-103 Manual Damper for GPC/GPH- Packaged Units for use with PCP101-103

PCMDH101-103 Manual Damper for GPC/GPH- Packaged Units Horizontal Applications

PCMDM101-103 Motorized Damper for GPC/GPH- Packaged Units for use with PCP101-103

PCP101-103 Downfl ow Plenum Kit for GPC/GPH- Packaged Units

PCP101-103R8 Downfl ow Plenum Kit for GPC/GPH- Packaged Units w/ R-8 Insulation

SQRPC101 Square-to-Round Adapter for GPC/GPH- Packaged Units used with PCCP101-103 Curb 16” Rounds

SQRPC102-103 Square-to-Round Adapter for GPC/GPH- Packaged Units used with PCCP101-103 Curb 18” Rounds

SQRPCH101 Square-to-Round Adapters for GPC/GPH- Packaged Units 16”&14”

SQRPCH102-103 Square-to-Round Adapters for GPC/GPH- Packaged Units 18”&14”

All the above offered by McDaniel Metals • Main: 281-987-8400 • Fax: 281-987-9494

GPC13H/GPH13H Packaged AC/Heat Pump Units*
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Model Description

LPT-00A Liquid Propane Conversion Kit

PGC101/102/103* Roof Curb

PGED101/102*/ 103* Down  ow Economizer

PGEH101/102*/ 103* Horizontal Economizer

PGFR101/102* Internal Filter Rack

PGMDD101/102*/ 103* Manual 25% Fresh Air Damper — Down  ow Applications

PGMDH101*/ 102*/ 103* Manual 25% Fresh Air Damper — Horizontal Applications

PGMDMD101/102*/ 103* Motorized 25% Fresh Air Damper — Down  ow Applications

PGMDMH101*/ 102*/ 103* Motorized 25% Fresh Air Damper — Horizontal Applications

SQRPG101/102*/ 103* Square-to-Round Adapter with 16” Round — Down  ow Applications

* Offered by McDaniel Metals • Main: 281-987-8400 • Fax: 281-987-9494

GPG13/GPG10 Commercial Packaged Gas/Electric Units

PCC and PGC Commercial Packaged Units

Model Description

RLK90-120 Rooftop Lift Kit
LA-01 Low Ambient Kit
PGC-5* Roof Curb
PGMD-5* 25% Manual Fresh Air Damper
PGMDM-5* 25% Motorized Fresh Air Damper
PGED090/102-5*/5A* Down  ow Economizer — 7½ Ton
PGED120/180-5*/5A* Down  ow Economizer — 10 Ton
PGEHO90/102-5* Horizontal Economizer — 7½ Ton
PGEH120/180-5* Horizontal Economizer — 10 Ton
PGHDK090/102-5*/5A* Horizontal Duct Kit — 7½ Ton
PGHDK120/180-5*/5A* Horizontal Duct Kit — 10 Ton
PLK090/102-5 Panel Louver Kit — 7½ Ton
PLK120/180-5 Panel Louver Kit — 10 Ton
LPW-06² Liquid Propane Conversion Kit 
HKCB20-3¹ Slide-in Electric Heat Kit; 20 kW; 3-phase
HKCB30-3¹ Slide-in Electric Heat Kit; 30 kW; 3-phase
HKCB40-3¹ Slide-in Electric Heat Kit; 40 kW; 3-phase
HKCB20-4¹ Slide-in Electric Heat Kit; 20 kW; 460-volt
HKCB30-4¹ Slide-in Electric Heat Kit; 30 kW; 460-volt
HKCB40-4¹ Slide-in Electric Heat Kit; 40 kW; 460-volt

* Offered by McDaniel Metals • Main: 281-987-8400 • Fax: 281-987-9494
¹ For PCC Commercial units only
² For PGC Commercial units only
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Model Description Applicable Units

TX2N2 Expansion Valve Kit, Non-bleed: Field-installed for 1½- to 2-ton R-22 
air conditioners & heat pumps

CAUF, CAPF,
CHPF, CSCF

ARUF, ARPF
AEPF, ADPF

TX2N4 Expansion Valve Kit, Non-bleed: Field-installed for 1½- to 2-ton R-410A 
air conditioners & heat pumps

TX3N2 Expansion Valve Kit, Non-bleed: Field-installed for 2- to 3-ton R-22 
air conditioners & heat pumps

TX3N4 Expansion Valve Kit, Non-bleed: Field-installed for 2- to 3-ton R-410A 
air conditioners & heat pumps

TX5N2 Expansion Valve Kit, Non-bleed: Field-installed for 3½- through 5-ton R-22 
air conditioners & heat pumps

TX5N4 Expansion Valve Kit, Non-bleed: Field-installed for 3½ through 5-ton R-410A 
air conditioners & heat pumps

Air Handlers

Coils

Model Description Applicable Units

HKR-03* 3 kW Electric Heat Kit w/out Circuit Protection

ADPF, AEPF, ARPF, ARUF
Air Handlers

and
MBE/MBR Blowers

HKR-05* 5 kW Electric Heat Kit w/out Circuit Protection

HKR-05C* 5 kW Electric Heat Kit with Circuit Protection

HKR-06* 6 kW Electric Heat Kit w/out Circuit Protection

HKR-08* 8 kW Electric Heat Kit w/out Circuit Protection

HKR-08C* 8 kW Electric Heat Kit with Circuit Protection

HKR-10* 10 kW Electric Heat Kit w/out Circuit Protection

HKR-10C* 10 kW Electric Heat Kit with Circuit Protection

HKR-15C* 15 kW Electric Heat Kit with Circuit Protection

HKR3-15 Three-phase 15 kW Electric Heat Kit

HKR-20C* 20 kW Electric Heat Kit with Circuit Protection

HKR3-20 Three-phase 20 kW Electric Heat Kit

HKR-21C* 21 kW Electric Heat Kit with Circuit Protection

FIL 18-32 Small Chassis (15½”)

ADPF, AEPF, ARPF, ARUF
Air Handlers

FIL-36-42 Medium Chassis (19½”)

FIL 48-61 Large Chassis (22”)



A COMMON FUTURE

The company that evolved into Goodman Global, Inc. was  founded by a dealer who 
felt that there was room in the HVAC marketplace for a high-quality, value-priced 
brand. Given the rate of success over the past 25 years, you could surmise that he 
was correct. But as you know, your business cannot rest on its past success. You must 
continually improve and adapt to constantly changing market 
conditions. And, while our company has changed tremendously 
to accommodate sales growth and brand expansion, one thing 
has remained steadfast. Our leadership team continues to focus 
on the growth and success of your business.

We want to become your long-term business partner. While it 
is impossible to accurately predict the future, our past and 
present dedication in helping dealers grow their businesses and make more money 
should give everyone a valuable insight into what will drive our success in the future. 
As always, we will continue to do everything possible to earn your loyalty, trust, and 
respect every single day. It’s what you expect, and what we do best.

www.goodmanmfg.com

Goodman Manufacturing Company, L.P., is a wholly owned subsidiary of Goodman Global, Inc. (NYSE:GGL).

GOODMAN GLOBAL, INC.


